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(4) Recording the information speci-
fied in § 63.947(a)(2) and (a)(3). 

(5) Keeping records to document com-
pliance with the requirements accord-
ing to the requirements in § 63.7952. 

(c) You must demonstrate continuous 
compliance for each surface impound-
ment using a cover vented to a control 
device according to § 63.7905(b)(2) by 
meeting the requirements in para-
graphs (c)(1) through (6) of this section. 

(1) Operating and maintaining the 
cover and its closure devices according 
to the requirements in § 63.943(c). 

(2) Visually inspecting the cover and 
its closure devices for defects at least 
annually according to the require-
ments in § 63.946(b). 

(3) Repairing defects according to the 
requirements in § 63.946(c). 

(4) Recording the information speci-
fied in § 63.947(a)(2) and (a)(3). 

(5) Meeting each applicable require-
ment for demonstrating continuous 
compliance with the emission limita-
tions and work practice standards for a 
closed vent system and control device 
in § 63.7928. 

(6) Keeping records to document com-
pliance with the requirements accord-
ing to the requirements in § 63.7952. 

SEPARATORS 

§ 63.7910 What emissions limitations 
and work practice standards must I 
meet for separators? 

(a) You must control HAP emissions 
from each new and existing oil-water 
separator and organic-water separator 
subject to § 63.7886(b)(1)(iv) according to 
emissions limitations and work prac-
tice standards in this section that 
apply to your affected separators. 

(b) For each affected separator, you 
must install and operate air pollution 
controls that meet one of the options 
in paragraphs (b)(1) through (3) of this 
section. 

(1) Install and operate a floating roof 
according to the requirements in 
§ 63.1043. For portions of the separator 
where it is infeasible to install and op-
erate a floating roof, such as over a 
weir mechanism, you must comply 
with the requirements specified in 
paragraph (b)(2) of this section. 

(2) Install and operate a fixed roof 
vented through a closed vent system to 
a control device according to the re-

quirements in § 63.1044. You must meet 
the emissions limitations and work 
practice standards in § 63.7925 that 
apply to your closed vent system and 
control device. 

(3) Install and operate a pressurized 
separator according to the require-
ments in § 63.1045. 

(c) As provided in § 63.6(g), you may 
request approval from the EPA to use 
an alternative to the work practice 
standards in this section that apply to 
your separators. If you request for per-
mission to use an alternative to the 
work practice standards, you must sub-
mit the information described in 
§ 63.6(g)(2). 

§ 63.7911 How do I demonstrate initial 
compliance with the emissions limi-
tations and work practice stand-
ards for separators? 

(a) You must demonstrate initial 
compliance with the emissions limita-
tions and work practice standards in 
§ 63.7910 that apply to your affected sep-
arators by meeting the requirements in 
paragraphs (b) through (d) of this sec-
tion, as applicable to your separators. 

(b) You must demonstrate initial 
compliance of each separator using a 
floating roof according to § 63.7910(b)(1) 
if you have submitted as part of your 
notification of compliance status, spec-
ified in § 63.7950, a signed statement 
that you have met the requirements in 
paragraphs (b)(1) through (4) of this 
section. 

(1) You have installed a floating roof 
and closure devices that meet the re-
quirements in § 63.1043(b), and you have 
records documenting the design and in-
stallation. 

(2) You will operate the floating roof 
and closure devices according to the re-
quirements in § 63.1043(c). 

(3) You have performed an initial seal 
gap measurement inspection using the 
procedures in § 63.1046(b), and you have 
records documenting the measurement 
results. 

(4) You have performed an initial vis-
ual inspection of the floating roof and 
closure devices for defects according to 
the requirements in § 63.1047(b)(2), and 
you have records documenting the in-
spection results. 

(5) For any portions of the separator 
using a fixed roof vented to a control 
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device according to § 63.7910(b)(1), you 
have met the requirements in para-
graphs (c)(1) through (4) of this section. 

(c) You must demonstrate initial 
compliance of each separator using a 
fixed roof vented to a control device 
according to § 63.7910(b)(2) if you have 
submitted as part of your notification 
of compliance status, specified in 
§ 63.7950, a signed statement that you 
have met the requirements in para-
graphs (c)(1) through (4) of this section. 

(1) You have installed a fixed roof 
and closure devices that meet the re-
quirements in § 63.1042(b), and you have 
records documenting the design and in-
stallation. 

(2) You will operate the fixed roof 
and its closure devices according to the 
requirements in § 63.1042(c). 

(3) You have performed an initial vis-
ual inspection of the fixed roof and clo-
sure devices for defects according to 
the requirements in § 63.1047(a). 

(4) You have met each applicable re-
quirement for demonstrating initial 
compliance with the emission limita-
tions and work practice standards for a 
closed vent system and control device 
in § 63.7926. 

(d) You must demonstrate initial 
compliance of each pressurized sepa-
rator that operates as a closed system 
according to § 63.7910(b)(3) if you have 
submitted as part of your notification 
of compliance status, specified in 
§ 63.7950, a signed statement that you 
have met the requirements in para-
graphs (d)(1) and (2) of this section. 

(1) You have installed a pressurized 
separator that operates as a closed sys-
tem according to the requirements in 
§ 63.1045(b)(1) and (b)(2), and you have 
records of the design and installation. 

(2) You will operate the pressurized 
separator as a closed system according 
to the requirements in § 63.1045(b)(3). 

§ 63.7912 What are my inspection and 
monitoring requirements for sepa-
rators? 

(a) If you use a floating roof accord-
ing to § 63.7910(b)(1), you must meet re-
quirements in paragraphs (a)(1) and (2) 
of this section. 

(1) Measure the seal gaps at least an-
nually according to the requirements 
in § 63.1047(b)(1). 

(2) Visually inspect the floating roof 
at least annually according to the re-
quirements in § 63.1047(b)(2). 

(b) If you use a cover vented to a con-
trol device according to § 63.7910(b)(1) or 
(2), you must meet requirements in 
paragraphs (b)(1) and (2) of this section. 

(1) You must visually inspect the 
cover and its closure devices for defects 
according to the requirements in 
§ 63.1047(c). 

(2) You must monitor and inspect the 
closed vent system and control device 
according to the requirements in 
§ 63.7927 that apply to you. 

(c) If you use a pressurized separator 
that operates as a closed system ac-
cording to § 63.7910(b)(3), you must vis-
ually inspect each pressurized sepa-
rator and closure devices for defects at 
least annually to ensure they are oper-
ating according to the design require-
ments in § 63.1045(b). 

§ 63.7913 How do I demonstrate con-
tinuous compliance with the emis-
sions limitations and work practice 
standards for separators? 

(a) You must demonstrate contin-
uous compliance with the emissions 
limitations and work practice stand-
ards in § 63.7910 applicable to your af-
fected separators by meeting the re-
quirements in paragraphs (b) through 
(d) of this section as applicable to your 
surface impoundments. 

(b) You must demonstrate contin-
uous compliance for each separator 
using a floating roof according to 
§ 63.7910(b)(1) by meeting the require-
ments in paragraphs (b)(1) through (6) 
of this section. 

(1) Operating and maintaining the 
floating roof according to the require-
ments in § 63.1043(b). 

(2) Performing seal gap measurement 
inspections at least annually according 
to the requirements in § 63.1047(b)(1). 

(3) Visually inspecting the floating 
roof at least annually according to the 
requirements in § 63.1047(b)(2). 

(4) Repairing defects according to the 
requirements in § 63.1047(d). 

(5) Recording the information speci-
fied in § 63.1048(a) and (b). 

(6) Keeping records to document com-
pliance with the requirements accord-
ing to the requirements in § 63.7952. 

(c) You must demonstrate continuous 
compliance for each separator using a 
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